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Aura out
code AUOOIP.927/01

34,5 L

220-240V]
50-60
Hz

CRI
>90

PRODUCT DESCRIPTION

r @) 28 (€

Refined elegance that combines functionality and discretion

Aura the new wall

lamp biemissione. Wall lamp

biemissione, minimalist lines, complete with linear led light.
Available in 2 sizes and in different versions of colors. Also
available in outdoor version (Aura out). Indoor version 1P40

PRODUCT SPECS

Installation method
Light source
Absorbed power
Color temperature
Color rendering index CRI
Finishing

Protocol
Dimension

IP Grade

Product Spec
Power supply

Wall surface mounted
Linea Led

11w

2700K

>90

White

On/Off

L350 mm

1p66

Rectangular shape
220-240V 50-60Hz

Complies with EN605981 and related notes. In the absence of metric symbols, the measurements are all in millimetres.
Luminous flux and power data are initially subject to tolerances +/- 10%. The values refer to an ambient temperature of 25°C unless otherwise specified.

We reserve the right to make changes to our products at any time.
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OPTIONAL ACCESSORIES

Cover Aura
code AU00.C/01
Refined elegance that combines functionality and discretion Aura the new wall lamp biemissione.
Wall lamp biemissione, minimalist lines, complete with linear led light. Available in 2 sizes and in
p— different versions of colors. Also available in outdoor version (Aura out). Indoor version IP40
code AU01.C/01
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Refined elegance that combines functionality and discretion Aura the new wall lamp biemissione.
Wall lamp biemissione, minimalist lines, complete with linear led light. Available in 2 sizes and in
— different versions of colors. Also available in outdoor version (Aura out). Indoor version IP40
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Luminous flux and power data are initially subject to tolerances +/- 10%. The values refer to an ambient temperature of 25°C unless otherwise specified.
We reserve the right to make changes to our products at any time.
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