
LEVA QUADRA 

Collezione di proiettori fissi e orientabili per sorgenti 
LED integrate. Possibilità di montaggio a incasso, con 
basetta od a soffitto. Corpo apparecchio in fusione di 
alluminio verniciato. Gruppi ottici antiabbagliamento 
completi di led chip on board (CRI>90) e lenti. Ottiche 
spot, flood, wideflood UGR<19. Da completare con 
alimentatori elettronici remoti per le versioni ad incasso. 
Grado di protezione IP20/IP40.

Collection of fixed and adjustable projectors, recessed, 
surface or ceiling mounted, for integrated LED sources. 
Luminaire body in painted aluminum casting. Anti-glare 
optical groups complete with LED chip on board (CRI> 
90) and lenses. Spot, flood, wideflood UGR <19 optics. 
To be completed with remote electronic drivers for the 
recessed versions. IP20/IP40.
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Q4  INCASSO
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Ø90
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Q9 INCASSO
Q9 RECESSED  

Q4 SOFFITTO ORIENTABILE

68

90

90°

355°

Q4 CEILING - MOUNTED  ADJUSTABLE

Q9 SOFFITTO ORIENTABILE

98

90

90°

355°

Q9 CEILING - MOUNTED  ADJUSTABLE

Q4  RECESSED  

LEVA QUADRA  PROIETTORE DA INCASSO - PROJECTOR TO RECESS   

LEVA QUADRA  PROIETTORI CON BASETTA - PROJECTOR WITH BASE 

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.
8,8 700 68x68 100 0,30 800 745 662 LV410.9  /01

/02
/41
/42

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.
19,8 700 98x98 115 0,90 1800 1676 1490 LV411.9  /01

/02
/41
/42

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.
8,8 700 68x68 90 0,60 800 745 662 LV312.9  /01

/02
/41
/42

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

LED lm product/beam 3000K
W Dim. H Kg 20° 32° 50° CODE Col.
19,8 98x98 90 0,90 1800 1676 1490 LV316.9  /01

/02
/41
/42

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

                              CRI
>90

UGR
<19

LED
incl.

700

80 mm

80 mm

             CRI
>90

UGR
<19

LED
incl.

Q9 SOFFITTO 

98

43

Q9 CEILING - MOUNTED  
LED lm product/beam 3000K
W Dim. H Kg 20° 32° 50° CODE Col.
19,8 98x98 43 0,60 1800 1676 1490 LV333.9  /01

/02
/41
/42

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

LEVA QUADRA  SOFFITTO - CEILING 
                          CRI

>90
UGR
<19

LED
incl.

700

                          CRI
>90

UGR
<19

LED
incl.

700

KIT D’AGGANCIO  LEVA QUADRA A FILE PRO
KIT TO USE AS FIXING POINT FOR  LEVA QUADRA TO FILE PRO

CODE

FP055



354 LEVA QUADRA



LEVA QUADRA

LEVA QUADRA INCASSI
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356

Collezione di apparecchi da incasso, fissi ed orientabili, con 
sorgenti LED Chip On Board integrate. Possibilità di montaggio 
trimless o con battuta. Corpo apparecchio in estruso 
di alluminio verniciato. Gruppi ottici antiabbagliamento 
completi di led chip on board (CRI>90) e lenti. Ottiche spot, 
flood, wideflood UGR<16. Da completare con alimentatori 
elettronici remoti. Grado di protezione IP20/IP43.
Recessed luminaires, fixed and adjustable, trimless or 
trimmed with integrated Chip On Board LED sources. 
Extruded aluminum painted body. Anti-glare optical groups 
complete with LED chip on board (CRI> 90) and lenses. 
Spot, flood, wideflood and elliptical optics UGR <16. To be 
completed with remote electronic drivers. IP20 / IP43

LEVA QUADRA INCASSI

LEVA QUADRA
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358 LEVA QUADRA

LEVA QUADRA 4 TRIMLESS
LEVA QUADRA 4 TRIMLESS

LEVA QUADRA 9 TRIMLESS
LEVA QUADRA 9 TRIMLESS

LEVA QUADRA 4 FRAME
LEVA QUADRA 4 FRAME

LEVA QUADRA 9 FRAME
LEVA QUADRA 9 FRAME

61
61

33

91 91

33

34

34

61
61

33

91 91

33

60

60

Dim. H Kg CODE
64x64 34 0,07 LV301M

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.

8,8 700 61x61 33 0.2 800 745 662 LV301K.9  
/01
/02
/04

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

Accessori - accessories: LV301M: Q4 cassa minimal - Q4 box minimal 
Da completare con alimentatore remoto | To be completed with remote driver

Dim. H Kg CODE
94x94 34 0,12 LV302M

96x96

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.

19,8 700 91x91 33 0,35 1800 1676 1490 LV302K.9  
/01
/02
/04

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

Accessori - accessories: LV302M: Q9 cassa minimal - Q9 box minimal
Da completare con alimentatore remoto | To be completed with remote driver

Dim. H Kg CODE Col.
73x73 60 0,15 LV301F /01

/02

65x65

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.

8,8 700 61x61 33 0.2 800 745 662 LV301K.9  
/01
/02
/04

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

Accessori - accessories: LV301F: Q4 cassa frame - Q4 box frame
Da completare con alimentatore remoto | To be completed with remote driver

Dim. H Kg CODE Col.
103x103 60 0,25 LV302F /01

/02

95x95

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.

19,8 700 91x91 33 0,35 1800 1676 1490 LV302K.9  
/01
/02
/04

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

Accessori - accessories: LV302F: Q9 cassa frame - Q9 box frame
Da completare con alimentatore remoto | To be completed with remote driver

66x66   1336X60

   1346X70

 0-2565X65

 0-2550X74

                     700  CRI
>90

UGR
<16LEVA QUADRA INCASSI MINIMAL

LEVA QUADRA INCASSI FRAME

cassa obbligatoria - compulsory box

cassa obbligatoria - compulsory box

cassa obbligatoria - compulsory box

cassa obbligatoria - compulsory box
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LEVA QUADRA OUTDOOR624

OUTDOOR
LEVA QUADRA

Collezione di apparecchi per esterni da soffitto od incasso, 
trimless o con battura, con sorgenti LED Chip On Board 
integrate. Corpo apparecchio in estruso di alluminio 
verniciato. Gruppi ottici antiabbagliamento completi di led 
chip on board (CRI>90) e lenti. Ottiche spot, flood, wideflood 
UGR<16. Alimentatori elettronici remoti on/off da installarsi 
remoti. Grado di protezione IP56.

Collection of ceiling or recessed outdoor luminaires, trimless 
or trimmed, with integrated Chip On Board LED sources. 
Luminaire body in painted extruded aluminum. Anti-glare 
optical groups complete with LED chip on board (CRI> 90) 
and lenses. Spot, flood, wideflood optics UGR <16. Remote 
electronic ballasts to be installed remotely.  IP56.
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LEVA QUADRA 4 TRIMLESS
LEVA QUADRA 4 TRIMLESS

LEVA QUADRA 9 TRIMLESS
LEVA QUADRA 9 TRIMLESS

LEVA QUADRA 4 FRAME
LEVA QUADRA 4 FRAME

LEVA QUADRA 9 FRAME
LEVA QUADRA 9 FRAME

61
61

33

91 91

33

34

34

61
61

33

91 91

33

60

60

Dim. H Kg CODE
64x64 34 0,07 LV301M

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.

8,8 700 61x61 33 0.2 800 745 662 LV351K.9  
/01
/02
/04

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

Accessori - accessories: LV301M: Q4 cassa minimal - Q4 box minimal 
Da completare con alimentatore remoto | To be completed with remote driver

Dim. H Kg CODE
94x94 34 0,12 LV302M

96x96

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.

19,8 700 91x91 33 0,35 1800 1676 1490 LV352K.9  
/01
/02
/04

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

Accessori - accessories: LV302M: Q9 cassa minimal - Q9 box minimal
Da completare con alimentatore remoto | To be completed with remote driver

Dim. H Kg CODE Col.
73x73 60 0,15 LV301F /01

/02

65x65

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.

8,8 700 61x61 33 0.2 800 745 662 LV351K.9  
/01
/02
/04

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

Accessori - accessories: LV301F: Q4 cassa frame - Q4 box frame
Da completare con alimentatore remoto | To be completed with remote driver

Dim. H Kg CODE Col.
103x103 60 0,25 LV302F /01

/02

95x95

LED lm product/beam 3000K
W mA Dim. H Kg 20° 32° 50° CODE Col.

19,8 700 91x91 33 0,35 1800 1676 1490 LV352K.9  
/01
/02
/04

Kelvin Beam
27 2700K
30 3000K
40 4000K

S 20°
F 32°
W 50°

Accessori - accessories: LV302F: Q9 cassa frame - Q9 box frame
Da completare con alimentatore remoto | To be completed with remote driver

66x66   1336X60

   1346X70

 0-2565X65

 0-2550X74

LEVA QUADRA OUTDOOR MINIMAL

LEVA QUADRA OUTDOOR FRAME

                     IK07          6

CRI
>90

UGR
<16

LED
incl.

700

625


