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Proiettore professionale da parete e soffitto completo 
di sorgente COB LED con ottiche da 15°- 24°- 38° 
intercambiabili Twist & Lock, disponibili anche nella 
versione dimmerabile dali e taglio di fase ed in versione 
per orticoltura. Corpo e gruppo ottico di sezione cilindrica 
in estruso di alluminio verniciato. Snodi meccanici in 
acciaio. Orientabilità del gruppo ottico dalla posizione 
di riposo verticale di 355° sull'asse verticale e da 0° a 90° 
su quello orizzontale. Mantenimento della posizione 
grazie al blocco di puntamento.

Professional wall and ceiling projectors complete 
with COB LED source with 15 ° - 24 ° - 38 ° Twist & Lock 
interchangeable optics, available in DALI dimmable, 
phase cut version and horticulture version also. 
Cylindrical body and optical group in painted extruded 
aluminum. Mechanical steel joints. Adjustability of the 
optical unit from the vertical rest position of 355 ° on the 
vertical axis and from 0 ° to 90 ° on the horizontal one. 
Lockable pointing position.
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PHAR BASETTA 

Per proiettori da ø90. Aumenta l'altezza del prodotto di 10mm | The use of the accessories increase 
the product's height of 10mm.

ø mm Kg CODE Col.

LENTE  ELISSOIDALE / ELIPSOID  LENS                  85 0,02 L085E.A /01
/02

ø mm Kg CODE Col.
LENTE  ASIMMETRICA / ASYMMETRIC  LENS                                                                             85 0,02 L085A.A /01

/02

ø mm Kg CODE Col.
FILTRO NIDO D’APE/ HONEY COMB LOUVER           85 0,02 L085R.A /01

/02

ø mm Kg CODE Col.
LENTE  SATINATA / SATINED  LENS 85 0,02 L085S.A /01

/02

LENTI CON ANELLO (OPTIONAL)
LENSES WITH RING 

1630

3260

4890

6520

LENS 90 LED 15°

15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm

η = 100 %

D.90 38°+ELIPS. LED

470

940

1410

1880

15° 30°

45°

60°

75°

90°

105°105°

75°

60°

45°

30° 15°

η = 100 %

90°

0°

cd/klm

C0-C180

C90-C270

D.90 38°+ASIMM. LED

235

570

855

1140

15° 30°

45°

60°

75°

90°

105°105°

75°

60°

45°

30° 15°

η = 100 %

90°

0°

cd/klm

C0-C180

C90-C270

24°

980

1960

2940

3920

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm

η = 100 %

LENS 90 LED 38°

480

960

1440

1920

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

cd/klm

η = 100 %

LENS 90 LED

PHAR 90 PARETE/SOFFITTO
WALL/CEILING PROJECTOR 

190

1
8

0

Ø 90

80 80

355°

±90°

LED lm product/beam 3000K
W ø H Kg 15° 24° 38° CODE Col.

17 90 180 1,4 1930 1827 1905 PH152.9
/01
/02
/49

24,3 90 180 1,6 2468 2356 2430 PH155.9

32 90 180 1,6 3006 2885 2955 PH156.9

PHAR

LED
incl.

Kelvin Beam Dimmable (optional)
27 2700K
30 3000K
40 4000K
HC Horticulture

S 15°
F 24°
W 38°

D Dali
DF DImm. Taglio di Fase / Dimmable trailing/leading edge

Accessori - accessories: L085#.A: Anello ø85 + lente lens with ring ø85  


