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File/File H sistema - Faretèn minispot
S, modulo
codice FR023.940F/01

DESCRIZIONE PRODOTTO

Modular system for direct, diffused and/or accent lighting,
consisting of hollow profiles made from 66x40 mm painted
or anodised extruded aluminium, with a predefined length
or cut to measure, available in the following versions: wall-
mounted, ceiling-mounted, suspended ,recessed with a
super-slim edge trim, just 5 mm wide (61.5 x 40 mm) and
trimless recessed. To be integrated with LED linear light
sources, battens for T16 fluorescent lamps, projectors with
built-in LED source and max 16A 3-circuit track modules for
inclusion of projectors. Fluorescent battens, complete with
50/60 Hz 230/240 V electronic power supply, LED batten
driver included. To be completed with side end caps with
Light Proof system, opal white or microprismatic PC
diffusing screen (in accordance with EN 12464-1), closing
profiles, with a predefined length or cut to measure, or dark-
light aluminium grille with high specular qualities and
mounting brackets or suspension cables. IP40 protection
rating.

SPECIFICHE PRODOTTO

Metodo di installazione Sistema

Sorgente luminosa Led-en

Potenza assorbita 5x1,5 W

Temperatura colore 4000K

Indice di resa cromatica CRI >90

Ottica Flood 28°

Finitura Bianco

Flusso luminoso apparecchio 700 lm

Efficienza luminosa 93 lm/W

Alimentatore/trasformatore Incluso

Protocollo On/Off

Classe di efficienza energetica E

Peso 0.40 Kg

Dimensione L300Wx38 Ø15 mm

Grado IP IP20

Tensione 220-240V 50-60Hz
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Soddisfa EN605981 e relative note. In mancanza di simbologia metrica le misure sono tutte in millimetri.
I dati di flusso luminoso e potenza sono inizialmente passibili di tolleranze +/- 10%. I valori si riferiscono a una temperatura ambiente di 25°C salvo diversa specifica
Ci riserviamo la possibilità di apportare modifiche ai nostri prodotti in qualsiasi momento.
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